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Head/Sill Section

Weather Strip
(with Rubber Seal)

Louvre Gallery
(with handle)

Stainless Steel Pan Head
Screws 6 Gauge x 20mm Long

Stainless Steel Flat Head Countersunk
Screws 8 Gauge x 30mm Long

Power Drill (long
drill bit required)

Sealant

Spirit Level

Hacksaw (Off-Standard
Gallery Only)

Glass or Aluminium Extension
Blade Carrier

Timber Extension
Blade Carrier
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Standard Height Gallery Off-Standard HeightFixings

Check frame to be true,
drill holes in sill1 2 3Apply sealant to sill Attach sill

Insert louvre galleries4 5 6Attach Louvre galleries Insert and attach head section

x

z

y
Coloured walls represent 
the outside wall

Check frame is square y = z

5mm Drill Bit

Head/Sill
Section

A

Top View

Sill

8mm

200mm

30mm

x

Cut to length

A

Apply sealant to the 
whole underneath length

Outside wall

Outside wall

IMPORTANT:
DO NOT SEAL
NOTCHED
CORNERS:
FOR DRAINAGE

Stop 5mm
from notch

Screw bit

D

Note: Do not over 
tighten the screws

Level vertically
Outside
wall

C
C

Note:
Drainage
notch
placed
on sill

Note: Ensure holes 
are drilled as per 
steps 1, 2, 3

A

A

Head/Sill
Section

Pan Head

or for Off-Standard

Note:
orientation of              
    HEAD
section

Outside
wall

Use       flat head
screws if a fixed
blade carrier
is required

E

8mm

A
E

Note: Do not over tighten the screws - Some 
aluminium frames DO NOT require screw holes

Outside wall

Leave
5mm
Space
for top
HEAD
section

Screw Bit

Apply sealant down the 
inside and outside edges 
of the galleries
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Outside wall A

D

J

B

Check galleries to be true and plumb (Standard Height Only)7 8 Calculation of blade width (Standard Height Only)

Cut blade carrier to length (Off-Standard Height Only)7a 8a Assemble blade carrier and blade into galleries
(Off-Standard Height Only)

Rotate blade and attach (Off-Standard Height Only)8b 9 Insert blades and close louvres (Off-Standard Height Only)

B

A

x

B

Note:
Orientation of              
    weatherstrip
with rubber seal

Drill detail
3x Holes

x – 37mm
70mm

8mm
Drill detail

x

Clips to suit 6mm thick blades
x – 52mm = y

Clips to suit 14mm thick blades
x – 72mm = z

TO INSERT BLADES:
Slide blades into clips from the 
inside of the building. Wet clips 
to ease installation of blades

y or z

x

x – 80mm

J KCut       or
blade carrier
to length

Clips to suit 6mm thick blades
x – 52mm = y

Clips to suit 14mm thick blades
x – 72mm" = z

y or z
Cut blade
to length

Cut blade
to length

Section

>3 screws
Screw bit

Note: Drill screw holes in 
Blade Carrier before assembly
(long drill bit and Phillips head 
required)

Note: Do not over tighten
the screws

Note: Ensure blade 
seal is in correct 
orientation

Straight cut timber blade

Rebated timber blade

Aluminium Blade
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